
LOGIC LAB UNIT   
LU-4041S 

Features   

• Designed for training various digital 
circuits

• Suitable for training TTL IC and C‐MOS IC 
circuits by built‐in ±5V and +12V power

• 8 LEDs and 2 digit LEDs with decoder to 
display H and L.

• Case cover for breadboard to protect 
from contact point damage

• Insulation epoxy material to protect 
short‐circuit

• Portable and easy to keep by a suitcase

Technical Specification 

Power supply ＋5V, －5V, +12V 0.5A (Ripple 5mv Max.)

2 digits  (Hexadecimal  number indicator)

   0 1 2 3 4 5 6 7 8 9 A  B  C  D  E  F

  0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Indication polarity Anode / Cathode selectable common mode

Clock pulse output 1㎐, 10㎐, 1㎑, 100㎑, (H: 4.5V, L: 0.2V approx)

Logic switch 5 toggle switch (Bounceless  output)

Push switch   1 Push switch  (Positive & negative edge output) 

Control switch 1 Push switch, floating contact, 1 toggle switch 

Buzzer  Low Power Driver, (+2~7V 1㎃ or Less)

500㏀ ‐ 1ea

10㏀ ‐ 1ea

Volt meter Full  scale 20V (DC)

Am meter Full  scale 1A (DC)

 Case      PE2008, Cover for protect from dust   

Front Panel  FR‐4 (1.6t)

Socket Tie‐Point ‐ 1260 points

Bus  Tie‐Point ‐ 300 points

User's  manual  

Experiment jump wire
Accessories

Display

 Variable resistor

 Bread board 


